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FABRIC ANCHOR DETAIL

1. Temporary sediment fence shall be installed prior to any grading work
in the area to be protected. They shall be maintained throughout the
construction period and removed in conjunction with the final grading
and site stabilization.

2. Filter fabric shall meet the requirements of material specification
592 Geotextile Table 1 or 2, Class T with equivalent opening size of

at least 30 for nonwoven and 50 for woven.
3. Fence posts shall be either standard steel post or wood post with a
minimum cross—sectional area of 3.0 sq. in.

2’ Min

Filter Fabric —

Step 1 D @\‘D i‘ /’/,/”// @

Posts _ T “~——___ Filter Fabric

Step 2 Z

Step 3 EAE:‘T‘@ ///’

NOTES:
1. Place the end post of the second fence inside the end post of the first
2. fence.

Rotate both posts at least 180 degrees in a clockwise direction to create a tight
3. seal with the fabric material.

Drive both posts a minimum of 18 inches into the ground and

bury the flap.
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NOTES:

1. The filter fabric shall meet the requirements in material
specification 592 GEOTEXTILE Table 1 or 2, ClassI, Ilor1iI .

2. The rock riprap shall meet the IDOT requirements for the following
gradation RR—4.

3. The riprap shall be placed according to construction specification
61 LOOSE ROCK RIPRAP. The rock may be equipment placed.

PIPE QUTLET TO CHANNEL

LOCKPORT TOWNSHIP
F.AU. (547) OAK STREET OVER FIDDYMENT CR
N — SWILL COUNTY DOYMENT CREEK
NAME DATE

EROSION CONTROL DETAILS

SCALE: DRAWN BY: MK
DATE: 09/17/04 CHECKED BY: CH

TENG & ASSOCIATES, INC,
ENGINERRSARCHITECTSPLANNERS
205 N. MICHIGAN AVE. CHICAGO, . 60607

‘TELEPHONE: 3136160000




